IDENTIFYING SANDEN COMPRESSORS

) Manufaciuring Location Code
SD-510 /400.05 Japan

Serial  No: el No: 70-79  USA
123456 01 1 70 pooo BO-89  Singapore

—1 Year of Manufacture (last digit)

The metal nameplate ——1 Month of Manufacture (1-12)

located at the top front of
the compressor serves
as a means of identi-
fication. There are also
numbers stamped on

the mounting ears that
indicate manufacturing
dates.

Serial Number

Manufaciuring Date Codes are
stamped on the compressor
(US manufacture only)

Year of Manufacture (first digit)
i.e. 3 indicates manufacture in 1993

Data inscribed on the
nameplate includes the
serial numboer, com-

Month of Manufacture (Jast digit)
January thru September are 1 thru 9
October = X

bination modelpart Movember = Y
number and the date of December = 7
manufaciure, o )
This is a Sanden internal code
SANDEN COMPRESSORS NOMENCLATURE
SD-7 09 R-12 Compressors SDTHI15 HD R-134a Compressors
\—| Approximate Displacement in \—| Heavy-Duty (HD) or
Cubic Inches (09) Sealed Heavy-Duty (SHD) Clutch
Mumber of Cylinders (7) Appraximate Displacement in Cubic

Centimeters (divided by 10)
Sanden Reciprocating Wobble
Plate Compressors Port Lacation

{H it on Head; B it on Block)

Number of Cylinders (7)

Sanden Reciprocating Wobble Plate

Information taken from RED DOT Corporation 2006 Heavy Duty Heating and Air Conditioning manual
page 325.



